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APPLICATION 

Adjustable lanyard LDR ø 11mm provides a connecting element between a fixed or mobile anchor points and the 

attachment point on the harness. 

• This lanyard is a work positioning lanyard 

• This lanyard is not a fall arrest 

 
 

 

 

 

 

 

 

TECHNICAL CHARACTERISTICS 

The LDR lanyard is made up of:  

A stranded rope ø11mm made of polyamide of 6.6 tex 

▪ Length (L): 1, 50m – 2.00m. 

▪ Buckled and stitched 

▪ Adjuster 

 

DESCRIPTION 

The LDR lanyard is formed by a stranded rope ø11mm made of rigid polyamide fibers, against the abrasion and the cut 

The LDR lanyards can be supplied in stretched lengths of 1.50m - 2.00m.  

The LDR lanyards can be equipped at their ends with the following connectors: M10- M11– M12–M15– M41 – M42 – 

M51 – M52 - M53 – M54 –M56 – M60. 

 

NORM 

LDR can be used vertically and horizontally  

▪ Conforms to standard EN358/2018 
▪ Certificate 0082/352/160/07/19/0772 
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Emballage Qty of Unit
Dimensions 

(L*l*H in mm)

Weight (Kg) incl. 

Packaging
GENCODE

Art N° Designation

Level 1 (smallest quantity unit)
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